
P Hd A Vx103 O2 t *p w v cinlet coutlet P Hd A Vx103 O2 t p w v cinlet coutlet

(MW) (kJ/kg (%) (m3/h) (%) (oC) (Pa) (%) (m/s) (g/m3) (mg/m (MW) (kJ/kg) (%) (m3/h) (%) (oC) (Pa) (%) (m/s) (g/m3) (mg/m3

48,0 51,0 2,14 2,00 46,0 49,0 2,00 2,08
16,5 49,0 50,0 2,00 2,00 19,5 47,0 49,0 1,95 1,99
15,5 48,5 51,0 2,12 2,00 / 46,0 53,0 1,92 2,00

50,0 49,0 2,00 2,00 47,0 46,0 2,10 1,98
49,0 51,5 2,14 2,01 45,5 49,0 2,00 2,10

14,7 49,0 50,5 2,00 2,02 15,7 47,0 49,0 1,98 2,00
14,0 49,8 45,6 2,11 2,05 16,1 45,0 51,0 1,95 2,03

51,0 51,4 2,03 2,06 48,0 49,5 2,18 1,98
48,6 51,0 2,12 2,01 45,0 48,5 2,00 2,00

12,6 48,9 50,2 2,06 2,02 16,8 46,0 47,6 1,90 2,02
12,4 48,1 51,0 2,11 2,05 16 44,8 50,2 1,95 2,02

49,4 50,7 2,05 2,06 49,0 49,5 2,20 1,98
48,0 51,0 2,12 2,01 45,0 47,5 2,02 2,10

12,9 49,0 50,0 2,07 2,02 20,4 46,0 46,5 1,97 2,04
12,4 49,0 52,0 2,11 2,06 20,6 44,0 50,0 1,97 2,01

51,0 52,0 2,05 2,07 49,0 49,0 2,20 1,98
45,0 47,7 2,00 2,00
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Guarrantee Testings Of ESP Of Plant B1
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Right ESP  (11, 12, 13, 14, 15, 16, 17, 18)Left ESP  (21, 22, 23, 24, 25, 26, 27, 28)
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20,1 46,2 47,9 1,94 2,00
19,9 44,1 50,2 2,00 1,99

48,3 48,9 2,20 1,98
min 503 7804 13 902 5,7 143 1339 20,1 12,4 48,0 45,6 2,00 2,00 20,70 5 503 7942 10 1107 4,8 157 1678 20,5 15,7 44,0 46,0 1,90 1,98 23,63 7
max 624 8876 16 1119 7,0 154 1840 20,8 16,5 51,0 52,0 2,14 2,07 26,46 34 623 8671 15 1371 7,6 170 2291 21,8 20,6 49,0 53,0 2,20 2,10 28,71 57
avg 563 8310 15 991 6,3 148 1550 20,6 13,9 49,1 50,5 2,08 2,03 23,92 15 573 8300 13 1255 6,4 164 2020 20,9 18,34 46,2 48,9 2,02 2,01 25,62 21

05. 11. 2009.
Chief of Department for enviromental protection and control

Concentrations are scaled on normal conditions(0OC, 1013mbar), dry gas and measured O2.

Concentrations of dust updated to guarrantee values: volume flow and temperature of flue gas, inlet concentration of dust, inlet dew point  and content of combustible matter in dust

Elaboration of data is based on measurments accomplished by Mining institute Zemun

133714617 8122 116,0 170 2291 26,78

Dragica Kisić, bsc.chem.ing.
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