ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: 

RS-Belgrade: IPA — supply of emergency equipment for combating and eradication of animal diseases - 2011/S 126-207986

Location: Serbia
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Publication reference: EuropeAid/131622/C/SUP/RS
Supply of Lot nº 2: Emergency field equipment
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

Technical Specifications – Part I

Common Technical Specifications

1.1. Description of the Supply
The subject of the contract is the supply, delivery, installation, training, as needed, as defined in Part III of this Technical Specifications, DDP (Delivery Duty Paid) within 6 months after the Contractor receives the Commencement Order.

	Lot 2: Emergency field equipment

	Item nº
	Item
	Total quantity

	2.1
	Equipment for pigs culling
	

	2.1.1
	Electrical tong with generator (set)
	12

	2.1.2
	Captive bolt stunner
	40

	2.1.3
	Ammunition for captive bolt stunner
	40.000

	2.2
	Disinfection equipment
	

	2.2.1
	Automatic sterilization and disinfection system 
	4

	2.2.2
	Drive through vehicle disinfection system for light vehicles
	16

	2.3
	Tent system for outbreak sites
	

	2.3.1
	Tent component no 1
	2

	2.3.2
	Tent component no 2
	2

	2.3.2
	Tent component no 3
	2

	2.4
	Protective equipment
	

	2.4.1
	Breathing mask
	32

	2.4.2
	Respirator
	32

	2.4.3
	Filter for organic gases, steam and dust
	64

	2.5
	Lightning equipment
	

	2.5.1
	Reflector light with stand
	8

	2.5.2
	Headlight
	40

	2.6
	Optics
	

	2.6.1
	Spotting scope with tripod
	5

	2.7
	Medical mailing packages
	

	2.7.1
	Medical mailing package for infection materials
	30

	2.7.2
	Medical mailing package for diagnostic specimen
	30


1.2. Technical requirements

The technical specifications are requirements based on the respective item’s projected function or purpose. Characteristics and features deviating from particular technical solutions and figures or values given in the specifications (unless exceeding the requirements), due to the particular design of the actually offered product may be acceptable, as long as the required functionality is at least equivalent to the given specification. 

Items non-compliant with technical specifications will be rejected.

Equipment must conform to the relevant CE regulation. Wherever reference is made in the technical specifications to specific standards and codes, the provisions of the current edition or revision of the relevant shall apply, unless otherwise expressly stated.

Supplies must include all necessary parts and accessories to provide for installation and putting into operation so that the equipment is capable of operation in accordance with these technical specifications and the manufacturers’ specifications.

All items and sub-items supplied must comply with all applicable Serbian and EU safety standards.  Responsibility for obtaining any certificates required for the import and putting into use of equipment supplied  (e.g. any certificates required from the Serbian Institute of Standardisation) rests wholly with the supplier.

All electrical equipment must comply with Serbian electrical standards (specifically including power supplies, sockets and plugs).  All cabling required for installation and use of the equipment must be included.  It is the Contractors responsibility to ensure that all equipment is in fully compatible with the Serbian electrical system.

Technical Specifications – Part II

Common Technical Specifications

	Item Number
	Specifications Required
	3.

Specifications Offered
	4.

Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes

	2.1
	Equipment for pigs culling
	
	
	

	2.1.1
	Electrical tong with generator (set)
	
	
	

	
	System with electrodes (tongs) suitable for pigs up to 200 Kg

Display to show voltage and time of application

Compatible generator included

All cables included
	
	
	

	2.1.2
	Captive bolt stunner
	
	
	

	
	Captive bolt stunner  

Self-retracting, shock-absorbing 

Safety feature - when engaged, stops the firing pin from reaching the cartridge even if the trigger is pulled
	
	
	

	2.1.3
	Ammunition for captive bolt stunner
	
	
	

	
	Ammunition for captive bolt stunner compatible with item 2.1.2
For pigs stunning
	
	
	

	2.2
	Disinfection equipment
	
	
	

	2.2.1
	Automatic sterilization and disinfection system / frame
	
	
	

	
	Frame system used to control spread of diseases to livestock
Disinfection for whole vehicle exterior, tyres and vehicle underside

Automatic function and manual spraying option
Platform unit and platform kit included
Pump unit and pump kit included
Battery / generator or mains operation available
Suitable for trucks - min. height 4.50 m, min. width 4.00 m
	
	
	

	2.2.2
	Drive through vehicle disinfection system for light vehicles
	
	
	

	
	Used to control the spread of diseases to livestock

Disinfection for tyres, vehicle underside and vehicle sides
Automatic function and manual spraying option
Platform unit and platform kit included
Pump unit and pump kit included
Battery / generator or mains operation available
	
	
	

	2.3
	Tent system for outbreak sites
	
	
	

	
	3 tents component system
· Tent component nº 1: to be used as a Dressing tent

· Tent component nº 2: to be used as a Bath tent / decontamination area
· Tent component nº 3: to be used as a Medical care tent
Components should be compatible between each other so to create full 3 tents component system
For each component:

· Suitable for terrain conditions

· Min height 2.50 m

· Non-flammable

· High resistant polyester / PVC material


	
	
	

	2.3.1
	Tent component nº 1
	
	
	

	
	Tent min. 25.00 m2 and 50.00 m3 with inner sheet
Minimum tent equipment:

· Foot pump

· Sledge hammer

· Tent peg with bag

· Air pressure fan

· Air channel
· Chain with S hook

· Repair kit

· Glue (min 1 litre)

· Hardener

· PVC coated fabric min. 0.50 x 1.50 m
	
	
	

	2.3.2
	Tent component nº 2
	
	
	

	
	Tent min. 14.00 m2 and 28.00 m3 with inner sheet

Minimum tent equipment:

· Foot pump

· Sledge hammer

· Tent peg with bag

· Air pressure fan

· Air channel
· Repair kit

· Glue (min 1 litre)

· Hardener

· PVC coated fabric min 0.50 x 1.50 m
	
	
	

	2.3.2
	Tent component nº 3
	
	
	

	
	Tent min. 37.00 m2 and 75.00 m3 with inner sheet

· Minimum tent equipment:

· Foot pump

· Sledge hammer

· Tent peg with bag

· Air pressure fan

· Air channel
· Repair kit

· Glue (min 1 litre)

· Hardener

· PVC coated fabric min 0.50 x 1.50 m
	
	
	

	2.4
	Protective equipment
	
	
	

	2.4.1
	Breathing mask
	
	
	

	
	Used for protection of respiratory organs, eyes and face against side-effects of drops, gases, vapours and dust particles
For use in atmosphere containing at least 17 % oxygen by volume
Face lining

Exhalation valve
	
	
	

	2.4.2
	Respirator
	
	
	

	
	Universal respirator shaped as half-mask with adjustable system of elastic strips
	
	
	

	2.4.3
	Filter for organic gases, steam and dust
	
	
	

	
	Filters compatible for item 2.4.1 and 2.4.2
Filters for atmosphere contain more than 17% oxygen by volume
Suitable for organic gasses, vapours and dust particles
	
	
	

	2.5
	Lightning equipment
	
	
	

	2.5.1
	Reflector light with stand
	
	
	

	
	Terrain reflector lights
 220 V / 400 W

Halogen light

Approx. dimensions 30 to 40 cm x 25 to 30 cm

Stand for reflector light included (min. hight.1.50 m) 
	
	
	

	2.5.2
	Headlight
	
	
	

	
	LED head light (hands-free lamp)

Adjustable light angle

Splash proof
Adjustable head strap

Battery powered
	
	
	

	2.6
	Optics
	
	
	

	2.6.1
	Spotting scope with tripod
	
	
	

	
	Waterproof and dust proof

Objective diameter  = 80 to 85 mm

Compatible tripod
	
	
	

	2.7
	Medical mailing packages
	
	
	

	2.7.1
	Medical mailing package for infection materials
	
	
	

	
	For infection materials

With thermo insulation 

Compliant with UN 2814

Volume = between 1.200 ml and 1.500 ml
	
	
	

	2.7.2
	Medical mailing package for diagnostic specimen
	
	
	

	
	For diagnostic specimen

With thermo insulation 

Compliant with UN 3373

Volume = between 1.200 ml and 1.500 ml
	
	
	


1.3. Training

The Contractor shall provide an adequate standard user training by authorized trainer for a number of end users as specified in the below table in a way that they will be able to operate and do the maintenance of the equipment without any help. The lot and item number which the training is needed, minimum number of end users to be trained and the minimum period of the training is given in detail below:

	Item nº
	Item
	Minimum training requirements

	2.3
	Tent system for outbreak site
	1 day training for approximately 10 people


1.4. Warranty

· The Contractor must include minimally 24 months of commercial Warranty covering all supplied equipment, its components and labor in line with the Article 32 of Special Conditions and General Conditions of the Contract Dossier.

· In-warranty replacement or repair of a defective product shall be provided with no cost.
1.5. After-sales Services

No after-sales services are foreseen under the scope of this Contract.

1.6. Place of delivery

The Items should be delivered at the following address:

Scientific Veterinary Institute Belgrade 

Autoput 3
Novi Beograd

Srbija

1.7. Visibility

All equipment and vehicles must have a durable self-adhesive EU visibility logo.

The contractor shall produce a draft of the layout and submit it for approval by the Contracting Authority prior to production/delivery.

The Contracting Authority shall advise the successful bidder on the exact dimension, layout, colour regime and wording/symbols of these self-adhesive stickers upon contract signature.
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