8. Fuel data

Fuel Data Sheet

Name:coal lignit
Origin:

Probe No./Date:
Taken by:

Place of probing:
Analysed by:
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Storage behaviour of the Coal
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Analiza procesa

KARAKTERISTIKE UGLJA ZA POVRSINSKI KO

P "TAMNAVA ZAPADNO

POLJE" . e
- broj HEMIISKE ANALIZE UGLJA ugalj ugalj \ ugalj
e nize srednje’ vife topt,
o topl. topl. Vredn.
Vredn. Vredn.
1 TEHNICKA ANALIZA
1.1 Sadrzaj viage % 44.00 47.65 52.83
1.2 Sadriaj pepela % 256 18.96 1018
1.3 SadrZaj sagorivih materija % 30.40 33.39 36.99
1.4 SadrZaj fiksnog ugljenika — C fix % 10.52 12.83 1421
1.5 SadrZaj isparljivih materija % 19.88 20.56 1_’22,78
Koks % 36.12 31.79 24.39
1.6 BTE klkg 5433 6700 7955
1.7 Sadriaj sumpora % 0.49 0.50 0.46
1.8 SadrZaj sumpora u lab. pepelu % 0.40 0.35 0.24
1.9 Sadrzaj sump. nevez. u lab. pep. % 0.09 0.15 0.22 ]
2 ELEMENTARNA ANALIZA I
2.1 Sadrzmj viage % 44.00 | 47.65 52.83
2.2 SadrZaj pepela % 25.6 18.96 10.18
2.3 SadrZaj ugljenika % 17.80 20.80 24.80
2.4 SadrZaj vodonika % 1.88 2.08 2.16
2.5 SadrZaj kusonika O+N % 10.23 10.50 10.29
2.6 Sadrzaj 8 sagorivog % 0.49 0.50 0.46
3 HEMIJSKI SASTAV
LABORATORIJSKOG PEPELA %
3.1 Si0, 78.20 72.50 51.05
3.2 AbLO, 9.20 12.49 20.17
3.3 Fe, (O 1.83 2.24 5.99
3.4 CaQ 4.43 5.80 10.58
3.5 MgO 1.20 1.44 301}
3.6 NayO (.55 0.56 0.51
37 K20 (0.98 1.14 1.07
38 [Ti0, 053 " 052 086 |
39 REer 0.05 0.04 | 0.08
3.10 SO, 3.03 316 6.68
4 TEMPERATURE TOPIVOSTI
LABORATORIJISKOG PEPELA
4.1 temperatura pocetka defomacije 1150 1150 1150
4.2 temperatura omek3avanja 1400 1325 1300
4.3 temperatura polulopte 1400 1330 1300
144 |temperatura razlivanja 1400 1345 1315
[iteratura:
SIROVINSKA BAZA LIGNITA 17 KOLUBARSKOG UGLJENOG BASENA ZA
POTREBE PRODUZENJA RADNOG VEKA TERMOELEKTRANE "NIKOLA
TESLA A" U OBRIENOVCU, Maj 2001. god.

Tehnolog za kvalitet uglja

Mihailovi¢ Ljiljana, dipl.ing.rudarstva




