ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: 

RS-Belgrade: IPA — supply of emergency equipment for combating and eradication of animal diseases - 2011/S 126-207986

Location: Serbia
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Publication reference: EuropeAid/131622/C/SUP/RS
Supply of Lot nº 3: Equipment for disposal of animal carcases
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

Technical Specifications – Part I

Common Technical Specifications
1.1. Description of the Supply
The subject of the contract is the supply, delivery, distribution, installation, training, as defined in Part III of this Technical Specifications, DDP (Delivery Duty Paid) within 6 months after the Contractor receives the Commencement Order.

	Item nº
	Item
	nº of items

	3
	Equipment for disposal of animal carcases
	

	3.1
	Mobile animal carcass incinerator
	2

	3.2
	Mobile incinerator set
	4


1.2. Technical requirements

The technical specifications are requirements based on the respective item’s projected function or purpose. Characteristics and features deviating from particular technical solutions and figures or values given in the specifications (unless exceeding the requirements), due to the particular design of the actually offered product may be acceptable, as long as the required functionality is at least equivalent to the given specification. 

Items non-compliant with technical specifications will be rejected.

Equipment must conform to the relevant CE regulation. Wherever reference is made in the technical specifications to specific standards and codes, the provisions of the current edition or revision of the relevant shall apply, unless otherwise expressly stated.
Supplies must include all necessary parts and accessories to provide for installation and putting into operation so that the equipment is capable of operation in accordance with these technical specifications and the manufacturers’ specifications.
All items and sub-items supplied must comply with all applicable Serbian and EU safety standards.  Responsibility for obtaining any certificates required for the import and putting into use of equipment supplied (e.g. any certificates required from the Serbian Institute of Standardization) rests wholly with the supplier.
All electrical equipment must comply with Serbian electrical standards (specifically including power supplies, sockets and plugs).  All cabling required for installation and use of the equipment must be included.  It is the Contractors responsibility to ensure that all equipment is in fully compatible with the Serbian electrical system.

Technical Specifications – Part II

Common Technical Specifications
	Item Number
	Specifications Required
	3.

Specifications Offered
	4.

Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes

	3.1
	Mobile animal carcass incinerator
	
	
	

	
	Emergency incineration system for incineration of large volume / large scale of waste including animal carcasses resulting from catastrophic events or disease outbreaks
	
	
	

	
	Burn rate = up to 1000 kg / h 

Combustion chamber capacity = 6.0 to 7.0 m3
24 hours incineration capacity  

Primary + secondary chambers 

Retention time in secondary chamber = min. 2 sec
	
	
	

	
	Top loading lid sufficient to load bigger animal carcass (i.e. pig, cow, etc.…)

Electrically powered lid opening system
	
	
	

	
	Possibility for lowering stack / chimney for transport purposes
	
	
	

	
	Automatic, electronic ignition burners with flame recognition and combustion control device
	
	
	

	
	Constant ventilation fans on burners
	
	
	

	
	Digital display for temperature  control
	
	
	

	
	On-site incineration / work independent from locally available resources
	
	
	

	
	Diesel oil fuel powered
Adequate Fuel tank provided

Electric portable generator included
	
	
	

	
	Incinerator system should be installed on a solid base allowing simple transportation and with all connection elements needed for vehicles used for standard container transport
	
	
	

	
	ISO 9001 quality certified manufacturer
	
	
	

	3.2
	Mobile incinerator set
	
	
	

	
	Emergency incineration system consisting from mobile incinerator and compatible trailer for incineration of  volumes of waste including animal carcasses resulting from catastrophic events or disease outbreaks
	
	
	

	3.2.1
	Incinerator
	
	
	

	
	Burn rate = up to 50 kg / h

40 to 50 kg load capacity 

Primary + secondary chambers

Retention time in secondary chamber min. 2 sec
	
	
	

	
	Top load design
	
	
	

	
	Automatic, electronic ignition burners, with flame recognition and combustion control device
	
	
	

	
	Digital display for process control
	
	
	

	
	On-site incineration
	
	
	

	
	Diesel fuel power as a minimum energy supply option

Liquid fuel tank included

Diesel electric generator included
	
	
	

	
	Fully compatible with provided trailer (Item 3.2.2)

When on trailer - towing possible with a car or terrain vehicle (no need for truck towing) 
	
	
	

	3.2.2
	Trailer
	
	
	

	
	Trailer for incinerator 3.2.1
Designed to carry more than 2.500 kg

Trailer to be in compliance with valid EU and Serbian standards and regulations
Loading ramp

Protective fence

Dimension of trailer should be adequate to fit incinerator, generator and all accessories
	
	
	


1.3. Training

The Contractor shall provide an adequate standard user training by authorized trainer for a number of end users as specified in the below table in a way that they will be able to operate and do the maintenance of the equipment without any help.

The lot and item number which the training is needed, minimum number of end users to be trained and the minimum period of the training is given in detail below:

	Item nº
	Item
	Minimum training requirements

	3.1
	Mobile animal carcass incinerator
	One day training for about 10 person

	3.2
	Mobile incinerator set
	


1.4. Warranty

· After sales service provided by the Contractor should include minimally 24 months commercial Warranty covering all supplied equipment, its components and labor in line with the Article 32 of Special Conditions and General Conditions of the Contract Dossier.

· In-warranty replacement or repair of a defective product shall be provided with no cost.

1.5. After-sales Services

No after-sales services are foreseen under the scope of this Contract.

1.6. Place of delivery

	Item nº
	Description
	nº of items
	Scientific Veterinary Institute Belgrade

Autoput 3

New Beograd, Srbija
	Veterinary Institute

Žički put 34, Kraljevo, Serbia
	Veterinary Institute

Milke Protić 66, Niš, Serbia
	Scientific Veterinary Institute

Rumenački put 20, Novi Sad, Serbia

	3
	Equipment for disposal of animal carcases
	
	
	
	
	

	3.1
	Mobile animal carcass incinerator
	2
	-
	-
	1
	1

	3.2
	Mobile incinerator set
	4
	1
	1
	1
	1


Ministry of Agriculture, Forestry and Water Management

Veterinary Directorate

Omladinskih brigada 1 

11 070 Novi Beograd, Srbija
1.7. Visibility

All equipment and vehicles must have a durable self-adhesive EU visibility logo.

The contractor shall produce a draft of the layout and submit it for approval by the Contracting Authority prior to production/delivery.

The Contracting Authority shall advise the successful bidder on the exact dimension, layout, colour regime and wording/symbols of these self-adhesive stickers upon contract signature.
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