ANNEX II + III: TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: 

RS-Belgrade: IPA — supply of emergency equipment for combating and eradication of animal diseases - 2011/S 126-207986

Location: Serbia
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Publication reference: EuropeAid/131622/C/SUP/RS
Supply of Lot nº 4: Vehicles
Column 1-2 should be completed by the Contracting Authority

Column 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.

Technical Specifications – Part I

Common Technical Specifications

1.1. Description of the Supply
The subject of the contract is the supply, delivery, distribution, installation, training, as defined in Part III of this Technical Specifications, DDP (Delivery Duty Paid) within 6 months after the Contractor receives the Commencement Order.
	Item Number
	Item
	Quantity

	4
	Vehicles - Truck set for transporting carcasses (animal secondary products) 
	2 truck set

	4.1
	Truck 
	2

	4.2
	Crane
	2

	4.3
	Measuring Device
	2

	4.4
	Rear tipper
	2

	4.5
	Side loader
	2

	4.6
	Steel-cord winch
	2

	4.7
	Plastic reservoir
	2


1.2. Technical requirements

The technical specifications are requirements based on the respective item’s projected function or purpose. Characteristics and features deviating from particular technical solutions and figures or values given in the specifications (unless exceeding the requirements), due to the particular design of the actually offered product may be acceptable, as long as the required functionality is at least equivalent to the given specification. 

Items non-compliant with technical specifications will be rejected.

Equipment must conform to the relevant CE regulation. Wherever reference is made in the technical specifications to specific standards and codes, the provisions of the current edition or revision of the relevant shall apply, unless otherwise expressly stated.

Supplies must include all necessary parts and accessories to provide for installation and putting into operation so that the equipment is capable of operation in accordance with these technical specifications and the manufacturers’ specifications.

All items and sub-items supplied must comply with all applicable Serbian and EU safety standards.  Responsibility for obtaining any certificates required for the import and putting into use of equipment supplied (e.g. any certificates required from the Serbian Institute of Standardization) rests wholly with the supplier.

All electrical equipment must comply with Serbian electrical standards (specifically including power supplies, sockets and plugs).  All cabling required for installation and use of the equipment must be included.  It is the Contractors responsibility to ensure that all equipment is in fully compatible with the Serbian electrical system.

Technical Specifications – Part II

Common Technical Specifications

	Item Number
	Specifications Required
	3.

Specifications Offered
	4.

Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes

	4
	Vehicles - Truck set for transporting carcasses (animal secondary products)
	
	
	

	4.1
	Truck 
	
	
	

	
	Truck to be used for collection and transportation of animal’s carcasses and animal by-products / secondary products
	
	
	

	
	Superstructure to be used  in combination with container and crane 
	
	
	

	
	Drive 4x2

Wheelbase: 3.800 – 4.200 mm

Perm. gross weight: Min. 18.000 Kg

Cab Short 1+1 seats (chassis cab)

Engine min. 280 HP, EURO 5
	
	
	

	
	Compatible gearbox
Compatible Power Take-Off
	
	
	

	
	Drivers cabin:

Short (day) cabin, 1 + 1 seat, 

Air suspended seat for the driver

Air conditioning

Alarm
	
	
	

	4.2
	Crane 
	
	
	

	
	Mounting / installation of crane- behind the cabin:

Static calculation provided

Making sub frame for mounting crane
Strengthening / installing sub frame for mounting crane

Mounting hydraulic equipment

Attestation in accordance to working security law for the crane
	
	
	

	
	Lifting moment at least 5.7 tm
Classification according to EN12999 H1/B3

Hydraulic outreach min. 7.5 m

Slewing angle 400º

Slewing moment min 0.6 tm
Two laterally extendable stabilizer jacks, stabilizer spread 3.0 m or more
Controls on each side of the crane

Oil tank = min. 50 l

Double acting hydraulic cylinders
Load hold valve on inner, outer and extension boom cylinder

Standard 24V current
High pressure filter

Hour counter with indication of service intervals

Box level on both control positions

Min. 5.0 t load hook and shackle included
	
	
	

	
	Additionally for crane:
Emergency cut-off

Hydraulic overload protection

Hose equipment for additional functions (grab) 
	
	
	

	
	Additional for crane / grab function:

Load suspension gear 

Rotator min. 4.500kg flange version, endless rotation

Grab capacity min. 0.40 m3
	
	
	

	4.3
	Measuring Device
	
	
	

	
	Scale capacity of min. 5 t

Remote control

Calibration

Integrated micro printer

Battery change
	
	
	

	4.4
	Rear tipper
	
	
	

	
	For vehicle: 18.0 GVW (compatible with truck)
Wheelbase: approx. 3.800 – 4.200 mm (compatible with the model of vehicle)

Inside tipper dimensions: Min. 4000 x 2300 x 1600 mm
	
	
	

	
	Tipper generally:

Sandblasting , primer layer and final painted 
Two-piece tipper cover, made of steel St.52, min. thickness 3.0 mm

The upper side of tipper cover made of aluminium or similar

Dimension of front part tipper cover: approximately 2.200 x 2.400 mm

Cover leaning position on the upper edge of tipper covered with special rubber to ensure complete closure
Hermetic closure

Rear part of tipper cover with the possibility of opening

Hydraulic cylinder of tipper cover runs over the vehicle hydraulic system

Three way valve to separate the functions of tipper and hydraulic cover
	
	
	

	
	Tipper sub frame:
Made of 2 longitudinal bars

Bar for fixation of cylinder

Hydraulic system with telescopic cylinder, tipping valve with pneumatic control from cab (tree position level)

Hydraulic pump and oil tank

Hoses, installation parts, fixation parts, bearings

Sandblasting , primer layer and final painted 
	
	
	

	
	Steel tipper body:
FLOOR:

Made of 2 longitudinal profiles

Fixation of cylinder

Tipper ensuring wire

Floor made of  INOX, min. thickness 4.0 mm

BOARDS:

Strengthened boards made of steel St.52, min. thickness 3,0 mm outside

Boards made of INOX

Side thickness min. 70 mm

Fixed front board, high 1.600 mm

Fixed side boards, strengthened with “jet rips”

Rear board tipper opening (lower part only) opening by the mechanical levers, activating from the side

Additional insurance for opening rear board by using two independent fasteners
Rear board leaning position covered with special rubber to ensure complete hermetic closure
	
	
	

	4.5
	Side loader
	
	
	

	
	Side loader and un-loader for containers of 1.100 l

Hydraulic cylinders placed on edge of profiles, for extension the telescopic arm

Traverse for hanging chain, for lifting containers, mounted on telescopic arm
	
	
	

	4.6
	Steel-cord winch
	
	
	

	
	24 volts, electrically operated steel-cord winch / 1 per truck

Pulling power min 600 kg from min. 30 m distance

Manually commanded winch controls to be located outside of the vehicle

The winch steel cord to be usable approximately 30 degree from the vehicles longer axle (in direction of drive)
	
	
	

	4.7
	Plastic reservoir
	
	
	

	
	 Plastic reservoir for washing hands / 1 per truck
Min. 15 litres with discharge pipe and holder
	
	
	


2.1. Training

The Contractor shall provide an adequate training by authorized trainer for a number of end users as specified in the below table in a way that they will be able to operate and do the maintenance of the equipment without any help.

The lot and item number which the training is needed, minimum number of end users to be trained and the minimum period of the training is given in detail below:

	Item nº
	Item
	Minimum training requirements

	4.1
	Vehicles - Truck set for transporting carcasses (animal secondary products)
	One day training for about 5 person


2.2. Warranty

· After sales service provided by the Contractor should include minimally 24 months commercial Warranty or 200 000 km covering all supplied equipment, its components and labour and in line with the Article 32 of Special Conditions and General Conditions of the Contract Dossier.

· In-warranty replacement or repair of a defective product shall be provided with no cost.

2.3. After-sales Services

No after-sales services are foreseen under the scope of this Contract.

2.4. Place of delivery

The Items should be delivered at the following address:
Scientific Veterinary Institute Belgrade 

Autoput 3

Novi Beograd

2.5. Visibility

All equipment and vehicles must have a durable self-adhesive EU visibility logo.

The contractor shall produce a draft of the layout and submit it for approval by the Contracting Authority prior to production/delivery.

The Contracting Authority shall advise the successful bidder on the exact dimension, layout, colour regime and wording/symbols of these self adhesive stickers upon contract signature.
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