
 

Serbia Floods Rehabilitation Support 

EMERGENCY WORKS ON RECONSTRUCTION  

Flood Protection System „Mačva: Sava – Drina“, - East zone,  

RIGHT EMBANKMENT OF THE SAVA RIVER KM 0+000 KM 23+100: 

LONGITUDINAL EMBANKMENT CROSS SECTION: PROTECTIVE HEIGHTS MISSING ACCORDING HYDRAULIC STUDY OF FLOOD EVENT IN 2014 (J CERNI INSITUTE, Belgrade)  

reconstruction - completed until 2014: 

Sections:  

1) 2+050:6+100; 2) 6+800:8+560; 3) 8+560:18+029 

reconstruction - completed during flood event in May 2014 

Section 4)6+100:6+800; 

reconstruction - planned in the period 2017-2019: 

Section 5)18+030 km23+100  

6) upgrade of the crown of the existing reconstructed dike 7+000:18+030 (ACCESS FLOOD DEFENSE ROAD) 

reconstruction - planned in the period 2019-2022: 

Section 7) 0+000 km 2+050 

Section 5)18+030 km23+100  

 

6) 7+000:18+030  

upgrade of the crown of the existing reconstructed dike (ACCESS FLOOD DEFENSE ROAD) 

 

 

missing protective heights, 30-70 cm  


