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BUILDING PHYSICS

C®d3 - FACADE WALL

] CDd3 1 - facade panel "ljutomer" - 13cm
| | (pamplex glass on substructure)
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crioma - parapet (reinforced concrete) - 15cm
] E— - termal insulation(semihard boards of
rock wool 60-80kg/m3) - 10cm

yuyTpa - gypsum board on
substructure1.25cm
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Cd32 - facade panel "l[jutomer"- 4cm |
- reinforced concrete column - 40/40cm .
- termal insulation(semihard boards of
rock wool 60-80kg/m3) - 5cm

- double gypsum board

croma on substructure- 2.5cm

I - finishing - 1cm

=T 1)dispersion

Jﬁ : 2) acid resistant ceramic tiles on glue
yuyTpa 3) ceramic tiles on glue
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CD33 - facade panel "ljutomer” - 13cm
- reinforced concrete wall - 15¢cm
- termal insulation(semihard boards of
rock wool 60-80kg/m3) - 10cm
croza - double gypsum board
=l on substructure- 2.5cm
- finishing - 1cm

HA. .HH .ﬁ—. yuyTpa 1)dispersion
“— HA 2) acid resistant ceramic tiles on glue

3) ceramic tiles on glue
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GENERAL REMARKS:
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- All dimensions must be checked on site before the t
- Inconsistency and exceptions in the drawings and/o
relation to the condition on the object, must be resolv
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- The hights of the parapet are given from the finishec
brickwork of the parapet
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- The hights of the windows are given from the brick
concrete window lintel level

- The hights of the doors are given from the finished -
door lintel level
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